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For more resources:

The Simex has the capability to go from 3 to 60 
minutes pause time. Set your desired interval 
time and select OK.
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Adjust the desired pressure. The default 
pressure is 120 millibar (90 mmHg), with a 
pressure range of 60 to 300 millibar. Adjust 
pressure based on upon facility determined 
algorithm. 
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Press OK to start the pump. To change the 
parameters, Turn the pump OFF and repeat 
steps 1-6 above.  
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Once the pump has started, it will 
automatically lock in the parameter settings 
within 15 minutes. You will notice a keylock icon 
appear next to the battery icon. To unlock the 
unit, simultaneously press and hold the up and 
down arrow buttons.
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Press and hold the OK button for 2 sec to turn 
the pump on.
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Once on, within 5 sec, immediately press both 
the UP and Down arrow buttons simultaneously 
to access the Setup Mode
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Use the arrow button to select parameters and 
press OK.
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The Simex has the capability to go from 10 to 60 
seconds of aspiration. Set your desired interval 
time and select OK.

4. Setup Parameters
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To use the Simex, please ensure that the unit is either plugged in or operating 
from a charged battery.

System Setup Intermittent Mode
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Error Alarm
The pump will sound an alarm and LCD 
screen will turn red with the error message 
displayed. Press “OK” button to silence the 
alarm and make the necessary corrections. 
Common error messages include:

After necessary correction have been made, press “OK” to restart.

Message Possible Causes Error Resolution

System Closed Canister full or canister
filter is compromised Replace with new canister

Battery Low or Battery Empty Low battery charging condition Connect power supply
adapter

Re-Start Pump OK button was never turned on
after parameters were set Press “OK” to restart
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The pump will sound an alarm and LCD 
screen will turn red with the error message 
displayed. Press “OK” button to silence the 
alarm and make the necessary corrections. 
Common error messages include:

System Closed
The pump will sound an alarm and LCD 
screen will turn red with the error message 
displayed. Press “OK” button to silence the 
alarm and make the necessary corrections. 
Common error messages include:

Canister Full

OK

The pump will sound an alarm and LCD 
screen will turn red with the error message 
displayed. Press “OK” button to silence the 
alarm and make the necessary corrections. 
Common error messages include:

Error
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Remove the 
disposable liner 
from the packaging 
and fully extend it.

Place the 
disposable liner in 
the reusable 
external canister. 
Press the lid’s edges 
firmly down to 
ensure proper 
sealing.sealing.

Attach the prefitted 
connecting tube of 
the disposable liner 
to the bottom end 
of the T- piece 
located at the 
external canister.

Connect the 
vacuum 
connection of the 
device to the 
vacuum 
connection of the 
external canister. 

Connect the 
patient connection 
of the disposable 
liner to the suction 
tube. 

1 2 3 4 5

Installing the Canister
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